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4/ NAVIONICS- COMPATIBILITY GUIDE
MARINE
MODEL FORMAT PLATINUM+ GOLD
B&G Zeus SD/MSD v v
@ DELORME  Earthmate PN-40, 30, 60, 60W SD/MSD v
EAGLESS FishElite 642c iGPS, 640c, 502c iGPS, 500c, 480; SD/MSD v
IntelliMap 642c iGPS, 640c, 502¢ iGPS, 500c, 480;
SeaCharter 642c df iGPS, 640c df, 502c df iGPS,
500c df, 480df
% FURUNO NavNet VX2 (Not compatible with Gold 1XG, 2XG, 3XG) SD/MSD v
geonav 11CNET, 7 WIDE, 7 WIDE NET CF v v
5 TOURING; 4 Gipsy, 4 Gipsy NMEA CF v v
Multy; 11C; 10C; 7C; 4CXS; 4C CF v
G12,G10 SD/MSD (4 v
3,3S SD/MSD v v
11 Flash, Sun, Sunshine; 8 Sunshine; 6 Sun, Sunshine; 5C CF 4
HUMMINBIRD.  1198c SI, 1197¢ SI, 1158¢, 1157¢, 1155¢, 998¢ SI, 997¢ S|, SD/MSD 4 v
967¢, 957¢, 955¢, 898c SI, 858c
957¢,947¢,937c df, 937¢, 917¢, 798ci, 797¢c2 S|, SD/MSD v
788ci, 787¢2,785¢2, 768, 757¢, 755¢, 597¢i HD, 595¢,
587ci, 581i Combo, 580, 365i, 385¢i;
Matrix Series 97, 87¢
LOWRANCE  HDS 5,5 Baja, 5m, 7, 7m, 8,8m, 10, 10m SD/MSD v v
Elite 4, 4DS, 4Gold, 4m, 5, 5 DSI, 5Gold, 5m, 5m Gold, SD/MSD 4
Mark 4 (MicroSD only)

AGELLAN: eXplorist 510,610,710 SD/MSD v
Cl;\}\g%lgy Viper SD/MSD v
NORTHSTAR>< 6100i (requires S/W update 7.76) CF v

6100i CF v/ (except 1X6)
6000i CF v/ (except 1X6)
Raymarine’  G-Series GPM400; E-Series Widescreen E140W, E120W, CF* v v
*Note: MSD to CF card E9OW; E-Series £120, E80; C-Series Widescreen C140W,
adapter compatible C120W, CO0W: A-Series A70D, A70, A57D, A50, A50D
with some models.
Consult Raymarinecom C-Series C120, C80, C70; RC 435, 4351,400 CF*
for details.
e-Series MFD; c-Series MFD (all models) MSD v
6 SAMYUNGENC  N430/NF430, N700/NF700, N560/NF560, SD/MSD v

N800/NF800, N5100/NF5100, N3800/NF3800, N-330

m NSE8, NSE12, NSO15 SD/MSD v v

NSS7, NSS8, NSS12 MSD v 4

. MSD v
Sportiva, Delta

PC APPLICATION MFG PLATINUM+ [ Gop |

CT Systems, Delius Klasing, Elettronica Marittima, v
ENL, Eole, Euronav, Fugawi, Future Data, P-Sea,
Scan Nav, SW&N, Tikinavigator, Yachtcontrol

Navionics cannot guarantee that every Navionics chart product will perform with a specific chart plotter model. OEM software or hardware upgrade may be required to read new features.
Revised 26/3/12



